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1

AUTOMATIC NOC TOPOLOGY
GENERATION

BACKGROUND

1. Technical Field

Methods and example implementations described herein
are generally directed to an interconnect architecture, and
more specifically to automatically generate an optimized
topology for a given SoC floorplan and traffic specification.

2. Related Art

The number of components on a chip is rapidly growing
due to increasing levels of integration, system complexity and
shrinking transistor geometry. Complex System-on-Chips
(SoCs) may involve a variety of components e.g., processor
cores, Digital Signal Processors (DSPs), hardware accelera-
tors, memory and 1/O, while Chip Multi-Processors (CMPs)
may involve a large number of homogenous processor cores,
memory and I/O subsystems. In both SoC and CMP systems,
the on-chip interconnect plays a role in providing high-per-
formance communication between the various components.
Dueto scalability limitations of traditional buses and crossbar
based interconnects, Network-on-Chip (NoC) has emerged as
a paradigm to interconnect a large number of components on
the chip. NoC is a global shared communication infrastruc-
ture made up of several routing nodes interconnected with
each other using point-to-point physical links.

Messages are injected by the source and are routed from the
source node to the destination over multiple intermediate
nodes and physical links. The destination node then ejects the
message and provides the message to the destination. For the
remainder of this application, the terms ‘components’,
‘blocks’, ‘hosts’ or ‘cores’ will be used interchangeably to
refer to the various system components which are intercon-
nected using a NoC. Terms ‘routers” and ‘nodes’ will also be
used interchangeably. Without loss of generalization, the sys-
tem with multiple interconnected components will itself be
referred to as a ‘multi-core system’.

There are several topologies in which the routers can con-
nect to one another to create the system network. Bi-direc-
tional rings (as shown in FIG. 1(a)), 2-D (two dimensional)
mesh (as shown in FIG. 1(4)) and 2-D Torus (as shown in FI1G.
1(c)) are examples of topologies in the related art. Mesh and
Torus can also be extended to 2.5-D (two and half dimen-
sional) or 3-D (three dimensional) organizations. FIG. 1(d)
shows a 3D mesh NoC, where there are three layers of 3x3 2D
mesh NoC shown over each other. The NoC routers have up to
two additional ports, one connecting to a router in the higher
layer, and another connecting to a router in the lower layer.
Router 111 in the middle layer of the example has both ports
used, one connecting to the router at the top layer and another
connecting to the router at the bottom layer. Routers 110 and
112 are at the bottom and top mesh layers respectively, there-
fore they have only the upper facing port 113 and the lower
facing port 114 respectively connected.

Packets are message transport units for intercommunica-
tion between various components. Routing involves identify-
ing a path composed of a set of routers and physical links of
the network over which packets are sent from a source to a
destination. Components are connected to one or multiple
ports of one or multiple routers; with each such port having a
unique ID. Packets carry the destination’s router and port ID
for use by the intermediate routers to route the packet to the
destination component.

Examples of routing techniques include deterministic rout-
ing, which involves choosing the same path from A to B for
every packet. This form of routing is independent from the

10

15

20

25

30

35

40

45

50

55

60

65

2

state of the network and does not load balance across path
diversities, which might exist in the underlying network.
However, such deterministic routing may implemented in
hardware, maintains packet ordering and may be rendered
free of network level deadlocks. Shortest path routing may
minimize the latency as such routing reduces the number of
hops from the source to the destination. For this reason, the
shortest path may also be the lowest power path for commu-
nication between the two components. Dimension-order
routing is a form of deterministic shortest path routing in 2-D,
2.5-D, and 3-D mesh networks. In this routing scheme, mes-
sages are routed along each coordinates in a particular
sequence until the message reaches the final destination. For
example in a 3-D mesh network, one may first route along the
X dimension until it reaches a router whose X-coordinate is
equal to the X-coordinate of the destination router. Next, the
message takes a turn and is routed in along Y dimension and
finally takes another turn and moves along the Z dimension
until the message reaches the final destination router. Dimen-
sion ordered routing may be minimal turn and shortest path
routing.

FIG. 2(a) pictorially illustrates an example of XY routing
in a two dimensional mesh. More specifically, FIG. 2(a) illus-
trates XY routing from node ‘34’ to node ‘00°. In the example
of FIG. 2(a), each component is connected to only one port of
one router. A packet is first routed over the x-axis till the
packet reaches node ‘04’ where the x-coordinate of the node
is the same as the x-coordinate of the destination node. The
packet is next routed over the y-axis until the packet reaches
the destination node.

In heterogeneous mesh topology in which one or more
routers or one or more links are absent, dimension order
routing may not be feasible between certain source and des-
tination nodes, and alternative paths may have to be taken.
The alternative paths may not be shortest or minimum turn.

Source routing and routing using tables are other routing
options used in NoC. Adaptive routing can dynamically
change the path taken between two points on the network
based on the state of the network. This form of routing may be
complex to analyze and implement.

A NoC interconnect may contain multiple physical net-
works. Over each physical network, there may exist multiple
virtual networks, wherein different message types are trans-
mitted over different virtual networks. In this case, at each
physical link or channel, there are multiple virtual channels;
each virtual channel may have dedicated buffers at both end
points. In any given clock cycle, only one virtual channel can
transmit data on the physical channel.

NoC interconnects may employ wormhole routing,
wherein, a large message or packet is broken into small pieces
known as flits (also referred to as flow control digits). The first
flit is the header flit, which holds information about this
packet’s route and key message level info along with payload
data and sets up the routing behavior for all subsequent flits
associated with the message. Optionally, one or more body
flits follows the head flit, containing the remaining payload of
data. The final flit is the tail flit, which in addition to contain-
ing the last payload also performs some bookkeeping to close
the connection for the message. In wormhole flow control,
virtual channels are often implemented.

The physical channels are time sliced into a number of
independent logical channels called virtual channels (VCs).
VCs provide multiple independent paths to route packets,
however they are time-multiplexed on the physical channels.
A virtual channel holds the state needed to coordinate the
handling of the flits of a packet over a channel. Ata minimum,
this state identifies the output channel of the current node for
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the next hop of the route and the state of the virtual channel
(idle, waiting for resources, or active). The virtual channel
may also include pointers to the flits of the packet that are
buffered on the current node and the number of flit buffers
available on the next node.

The term “wormbhole” plays on the way messages are trans-
mitted over the channels: the output port at the next router can
be so short that received data can be translated in the head flit
before the full message arrives. This allows the router to
quickly set up the route upon arrival of the head flit and then
opt out from the rest of the conversation. Since a message is
transmitted flit by flit, the message may occupy several flit
buffers along its path at different routers, creating a worm-
like image.

Based upon the traffic between various end points, and the
routes and physical networks that are used for various mes-
sages, different physical channels of the NoC interconnect
may experience different levels of load and congestion. The
capacity of various physical channels of a NoC interconnect
is determined by the width of the channel (number of physical
wires) and the clock frequency at which it is operating. Vari-
ous channels of the NoC may operate at different clock fre-
quencies, and various channels may have different widths
based on the bandwidth requirement at the channel. The
bandwidth requirement at a channel is determined by the
flows that traverse over the channel and their bandwidth val-
ues. Flows traversing over various NoC channels are affected
by the routes taken by various flows. In a mesh or Torus NoC,
there may exist multiple route paths of equal length or number
ot hops between any pair of source and destination nodes. For
example, in FIG. 2(b), in addition to the standard XY route
between nodes 34 and 00, there are additional routes avail-
able, such as YX route 203 or a multi-turn route 202 that
makes more than one turn from source to destination.

In a NoC with statically allocated routes for various traffic
flows, the load at various channels may be controlled by
intelligently selecting the routes for various flows. When a
large number of traffic flows and substantial path diversity is
present, routes can be chosen such that the load on all NoC
channels is balanced nearly uniformly, thus avoiding a single
point of bottleneck. Once routed, the NoC channel widths can
be determined based on the bandwidth demands of flows on
the channels. Unfortunately, channel widths cannot be arbi-
trarily large due to physical hardware design restrictions,
such as timing or wiring congestion. There may be a limit on
the maximum channel width, thereby putting a limit on the
maximum bandwidth of any single NoC channel.

Additionally, wider physical channels may not help in
achieving higher bandwidth if messages are short. For
example, if a packet is a single flit packet with a 64-bit width,
then no matter how wide a channel is, the channel will only be
able to carry 64 bits per cycle of data if all packets over the
channel are similar. Thus, a channel width is also limited by
the message size in the NoC. Due to these limitations on the
maximum NoC channel width, a channel may not have
enough bandwidth in spite of balancing the routes.

To address the above bandwidth concern, multiple parallel
physical NoCs may be used. Each NoC may be called a layer,
thus creating a multi-layer NoC architecture. Hosts inject a
message on a NoC layer; the message is then routed to the
destination on the NoC layer, where it is delivered from the
NoC layer to the host. Thus, each layer operates more or less
independently from each other, and interactions between lay-
ers may only occur during the injection and ejection times.
FIG. 3(a) illustrates a two layer NoC. Here the two NoC
layers are shown adjacent to each other on the left and right,
with the hosts connected to the NoC replicated in both left and
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right diagrams. A host is connected to two routers in this
example—a router in the first layer shown as R1, and a router
is the second layer shown as R2. In this example, the multi-
layer NoC is different from the 3D NoC, i.e. multiple layers
are on a single silicon die and are used to meet the high
bandwidth demands of the communication between hosts on
the same silicon die. Messages do not go from one layer to
another. For purposes of clarity, the present application will
utilize such a horizontal left and right illustration for multi-
layer NoC to differentiate from the 3D NoCs, which are
illustrated by drawing the NoCs vertically over each other.

In FIG. 3(b), a host connected to a router from each layer,
R1 and R2 respectively, is illustrated. Each router is con-
nected to other routers in its layer using directional ports 301,
and is connected to the host using injection and ejection ports
302. A bridge-logic 303 may sit between the host and the two
NoC layers to determine the NoC layer for an outgoing mes-
sage and sends the message from host to the NoC layer, and
also perform the arbitration and multiplexing between incom-
ing messages from the two NoC layers and delivers them to
the host.

In a multi-layer NoC, the number of layers needed may
depend upon a number of factors such as aggregate band-
width requirement of all traffic flows in the system, routes that
are used by various flows, message size distribution, maxi-
mum channel width, among other such factors. Once the
number of NoC layers in NoC interconnect is determined in a
design, different messages and traffic flows may be routed
over different NoC layers. Additionally, one may design NoC
interconnects such that different layers have different topolo-
gies in number of routers, channels and connectivity. The
channels in different layers may have diftferent widths based
on the flows that traverse over the channel and their band-
width requirements. With such a large variety of design
choices, determining the right design point for a given system
remains challenging and remains a time consuming manual
process, and often the resulting designs remains sub-optimal
and inefficient. A number of innovations to address these
problems are described in U.S. patent application Ser. Nos.
13/658,663, 13/752,226, 13/647,557, 13/856,835, 13/723,
732, the contents of which are hereby incorporated by refer-
ence in their entirety.

Placing hosts/IP cores in a SoC floorplan to optimize the
interconnect performance can be important. For example, if
two hosts communicate with each other frequently and
require higher bandwidth than other interconnects, it may be
better to place them closer to each other so that the transac-
tions between these hosts can go over fewer router hops and
links and the overall latency and the NoC cost can be reduced.

Assuming that two hosts with certain shapes and sizes
cannot spatially overlap with each other on a 2D SoC plane,
tradeoffs may need to be made. Moving certain hosts closer to
improve inter-communication between them, may force cer-
tain other hosts to be further apart, thereby penalizing inter-
communication between those other hosts. To make tradeoffs
that improve system performance, certain performance met-
rics such as average global communication latency may be
used as an objective function to optimize the SoC architecture
with the hosts being placed in a NoC topology. Determining
substantially optimal host positions that maximizes the sys-
tem performance metric may involve analyzing the connec-
tivity and inter-communication properties between all hosts
and judiciously placing them onto the 2D NoC topology.

Consider an example wherein there are 16 Central Process-
ing Units (CPUs) and 2 memories that need to be placed in a
3x6 mesh organization. Let the first set of 8 CPUs commu-
nicate with the first memory MEM1 and the second set of 8
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CPUs communicate with the second memory MEM2 as illus-
trated in FIG. 4(a). The CPUs and memories may be placed in
a 3x6 mesh in sequential order as shown in FIG. 4(b); each
host occupies a cell in the mesh and is directly connected to
the router of the cell, without consideration of the traffic
between various hosts. The inter-communicating hosts are
placed far from each other, which leads to high average and
peak structural latencies in number of hops. For instance,
messages between hosts CPU1 and MEM1 need to go over 7
router nodes; message between hosts CPU13 and MEM?2
needs to travel 6 hops as illustrated in the figure. Such long
paths not only increase latency but also adversely affect the
interconnect bandwidth, as messages stay in the NoC for
longer periods and consume bandwidth of a large number of
links.

One may place the above set of hosts in an organization as
shown in FIG. 4(c), which can lead to significantly reduced
average and peak structural latency values. As shown, the
maximum structural latency in this organization between
inter-communicating hosts is 3 router hops, and a large frac-
tion of inter-communicating hosts are only 2 router hops
apart. The host positions in FIG. 4 (¢) can be achieved from
FIG. 4(b) by repeatedly relocating certain hosts from their
previous positions to new positions and in process swapping
them with the hosts already present at the new positions.
While it is relatively intuitive in this example to come up with
optimal host positions, if the traffic profile consists of com-
plex connectivity and highly asymmetric bandwidth and
latency specifications between various hosts, then determin-
ing optimal positions for the hosts in a NoC topology may be
much more difficult. In fact, it may be reduced to a known
NP-hard problem. Thus, heuristic approaches must be used to
determine optimal host positions in such settings.

In large-scale networks, efficiency is of main concern.
Mechanisms such as machine learning approach, simulation
annealing, among others, provide optimized topology for a
system. However, such complex mechanisms have substan-
tial limitations as they involve certain algorithms to automate
optimization of layout network, which may violate previ-
ously mapped flow’s latency constraint or the latency con-
straint of current flow. Therefore, there is a need for systems
and methods that significantly improve system efficiency by
accurately indicating the best possible positions and configu-
rations for hosts and ports within the hosts, along with indi-
cating system level routes to be taken for traffic flows using
the NoC interconnect architecture. Systems and methods are
also required for automatically generating an optimized
topology for a given SoC floorplan and traffic specification
with an efficient layout.

SUMMARY

The present application is directed to automatically deter-
mining topology choices and selecting an optimal design
from among them by implementing a heuristic approach to
determine optimal host position in such topology layout, so
that the load on various channels may be controlled and to
achieve efficiency, low latency, and high performance.
Aspects of the present disclosure further relate to determining
optimal positions of ports within hosts so as to enable low
latency and higher message transmission efficiency between
the hosts. In yet another aspect, a computationally efficient
NoC topology is generated based on allocation of routers and
NoC channels so as to identify most efficient routes for vari-
ous system flows between hosts.

Aspects of the present application may include a method,
which involves, automatically determining optimal positions,
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orientations, and configurations of hosts and/or ports within
hosts in a SoC environment such that the optimal positions
enable least latency and cost, high performance, and high
bandwidth.

Aspects may also include a method, which involves, auto-
matically generating NoC topology by establishing the num-
ber and configuration of routers needed for connecting the
components, defining eligible communication paths and
channels, which may include identifying the sequence of
routers to be traversed to connect the aforementioned network
of communicating components/IP cores in an optimized SoC
environment.

Aspects may include a computer readable storage medium
storing instructions for executing a process. The instructions
may involve, automatically generating optimal positions, ori-
entations, and configurations of various SoC components and
ports within the components so that pre-defined and/or
dynamically generated traffic system flows and allied con-
straints can be met and overall performance metric can be
maximized. Furthermore, the instructions may also involve
mechanisms for generating NoC topology by establishing
number and configuration of routers to connect the compo-
nents, defining eligible communication paths and channels,
which may include identifying the sequence of routers to be
traversed to connect the aforementioned network of commu-
nicating components/IP cores in an optimized SoC environ-
ment. Instructions may further include defining an optimized
topology by mapping traffic flows and allocating resources
such as bandwidth needed for NoC router nodes, and chan-
nels required between routers.

Aspects may include a method, which involves, for a net-
work on chip (NoC) configuration, including a plurality of
cores interconnected by a plurality of routers in a heterog-
enous or heterogenous mesh, ring, or Torus arrangement,
automatically generating optimal positions, orientations, and
configurations of various SoC components/IP cores and ports
within the components so that pre-defined and/or dynami-
cally generated traffic system flows and allied constraints can
be met and overall performance metric can be maximized.
The method can further include automatically tuning one or
more critical NoC architectural parameters (such as fre-
quency of operation, bandwidth of the links) so as to itera-
tively vary the number of data links between two routers to
identify more optimal routes for a given system flow.

Aspects may include a system, which involves, a SoC
topology module and a NoC topology module, wherein the
SoC topology module is configured to generate optimal posi-
tions, orientations, and configurations of various SoC com-
ponents/IP cores and ports within the components so as to
enable low latency architecture, high bandwidth, and hence
significantly higher performance. NoC topology module, on
the other hand, is configured to establish the number and
configuration of routers to connect the components, defining
eligible communication paths and channels, allocating router
and channel resources, which may include identifying the
sequence of routers to be traversed to connect the aforemen-
tioned network of communicating components/IP cores in an
optimized SoC environment. Further, sub-modules of each of
the SoC topology module and the NoC topology module
would be defined in detail in the below appended description.

The foregoing and other objects, features and advantages
of the example implementations will be apparent and the
following more particular descriptions of example imple-
mentations as illustrated in the accompanying drawings
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wherein like reference numbers generally represent like parts
of exemplary implementations of the application.

BRIEF DESCRIPTION OF THE DRAWINGS

FIGS. 1(a), 1(b) 1(c) and 1(d) illustrate examples of Bidi-
rectional ring, 2D Mesh, 2D Torus, and 3D Mesh NoC
Topologies.

FIG. 2(a) illustrates an example of XY routing in a related
art two dimensional mesh.

FIG. 2(4) illustrates three different routes between a source
and destination nodes.

FIG. 3(a) illustrates an example of a related art two layer
NoC interconnect.

FIG. 3(b) illustrates the related art bridge logic between
host and multiple NoC layers.

FIG. 4(a) illustrates number of system components and the
connectivity between them; FIG. 4(b) illustrates a sample
position of various hosts in a 3x6 mesh NoC topology; FIG.
4(c) illustrates a better position of various hosts in a 3x6 mesh
NoC topology.

FIG. 5(a) illustrates SoC components and the connectivity
specification.

FIGS. 5(b), 5(c) and 5(d) illustrate an alternative topology
for optimized port orientation and NoC interconnection.

FIG. 6 illustrates an example flow diagram showing posi-
tioning and orientation of components and ports therein, in a
SoC environment.

FIGS. 7(a), 7(b), 7(c), and 7(d) illustrate relocation and
repositioning of a port of a given host in accordance with an
example implementation.

FIG. 8 illustrates an exemplary flow diagram showing
identification of an optimal route for a given system traffic
flow.

FIGS. 9 (a), 9(b), 9(c), and 9(d) illustrates identification of
a more optimal route for a given system traffic flow, which in
turn is selected from a plurality of traffic flows having differ-
ent weights.

FIG. 10 illustrates an example of computer system on
which example implementations can be implemented.

DETAILED DESCRIPTION

The following detailed description provides further details
of the figures and exemplary implementations. Reference
numerals and descriptions of redundant elements between
figures are omitted for clarity. Terms used throughout the
description are provided as examples and are not intended to
be limiting. For example, use of the term “automatic” may
involve fully automatic or semi-automatic implementations
involving user or administrator control over certain aspects of
the implementation, depending on the desired implementa-
tion of one of ordinary skill in the art practicing example
implementations.

The topology of NoC interconnect to connect various SoC
components can be used to achieve efficiency, low latency,
and high performance. The number of topology choices for a
NoC depends largely on the placement of various compo-
nents on a chip and the connectivity requirements between
these components. The example systems and methods are
aimed at automatically determining these topology choices
and selecting an optimal one from among them.

For some example implementations, amethod to propagate
flits using a fabric of a Network on Chip (NoC) is utilized. The
method includes receiving the flits forwarded from an
upstream router into an intended input virtual channel (VC)
of a plurality of input VCs associated with an input port. The
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flits may be associated with packets originated from a first
Intellectual Property (IP) core and to be forwarded to a second
IP core. The flits can be stored in a virtual channel storage
associated with the intended input virtual channel. Link width
conversion may be performed based on the width of the input
flits being different from the width of an output port.

Explanatory examples of systems and methods for data
processing on NoC in accordance with implementations of
the present application are described with reference to the
accompanying drawings, beginning with FIG. 5(a).

The system illustrated in FIG. 5(a) illustrates a placement
of various components/IP cores, interchangeably referred to
as hosts hereinafter, along with respective ports of the hosts.
Components illustrated in FIG. 5(a) include two groups of
CPU’s (cpual-cpuad and cpubl-cpub4), wherein each group
of CPUs is operatively coupled with mema and memb respec-
tively. FIG. 5(a) may include a NoC interconnect (not shown)
composed of nodes/routers for processing communications
from and to ports of various hosts. In an instance, the first
group of four CPUs {cpual, cpua2, cpua3, cpuad} commu-
nicates with memory mema and the next group of four CPUs
{cpubl, cpub2, cpub3, cpubd} communicates with memb. As
illustrated in FIG. 5(a), ports of each component/host can be
placed initially or by default at the top left corner of the
respective component and can be configured to receive and
transmit packets/messages from and to other hosts through
nodes/routers. It would be appreciated that ports may be
configurable in a different position for each component and
furthermore, each component can include a plurality of ports
in a desired position/orientation/pattern. The groups of first
and second CPUs can communicate to mema and memb
respectively through any line of communication or path not
depending on the other components interaction. Overall
latency, NoC cost, and consumption of bandwidth can be
reduced by keeping the design flow physically aware so that
the resulting interconnect is as per the SoC floorplan. A num-
ber of NoC topologies, as mentioned below, can provide the
needed connectivity.

FIG. 5(b) illustrates one possible type of an example topol-
ogy including path communication between the ports and
memory. Memory mema includes a port P, ., that is opera-
tively coupled with node/router R ... Likewise, each com-
ponent can have multiple ports, one or more of which can be
operatively coupled with a corresponding router/node for
communicating through the NoC interconnect. Exemplary
communication between the groups of components can be
illustrated as below:

(cpual,cpua2,cpua3,cpuad) <= mema (€8]

(cpub1,cpub2,cpub3,cpub4) &> memb 2)
andR,

FIG. 5(b) depicts NoC routers suchasR ..., cpual> €4Ch
of'which is operatively associated with a port of a correspond-
ing component. Lines between the routers are NoC links or
channels, wherein each router/node receives packets from the
component and/or the port it corresponds to (or transmits
packets received from outside to the target port). Based on the
address indicated in each packet, the routers forward the
received packet to the port attached to it or to the port of
another shared link.

FIG. 5(b) shows a shared link between memory and com-
ponents that the memory can interact with. Lines between the
routers are NoC links or channels for communication. For
instance, messages from host cpual and to host mema need to
go over 2 router nodes (first to R, and then to R,,,,,,, or
visa-versa depending on the direction of message); and simi-
larly, messages between hosts cpua2 and mema needs to
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travel 3 router nodes; messages between hosts cpua3 needs to
travel 3 router nodes, and messages between cpud and mema
needs to travel 4 hops as illustrated in the figure. Similarly,
memb communicates with its group of components.

Another type of topology is illustrated in FIG. 5(¢). Given
the same positions for the ports at the top left corner of
components, and the same grouping of components interact-
ing with their corresponding memory as illustrated in FIG.
5(b), the NoC link or communication channel can be rede-
signed to a new topology as illustrated in FIG. 5(c). As this
topology does not change the orientation of ports and/or hosts
of the SoC environment, there is no SoC level change in
topology and only the NoC interconnect topology is changed
to allow a different and possibly more optimized route for the
same traffic flows between components. For instance, mes-
sages between hosts cpual and mema now need to go over
two router nodes; messages between hosts cpua2 and mema
need to travel over two router nodes; messages between hosts
cpua3 need to travel over three router nodes, and messages
between cpud and mema need to travel over three hops as
illustrated in the FIG. 5(c). The configuration of memb is
similar with mema for the interactions with its corresponding
components. Each of these topologies discussed in FIG. 5(a)
and FIG. 5(b) have identical latency characteristics, however
the wire lengths in the two topologies are different. The wire
length in FIG. 5(¢) is greater when compared to FIG. 5(b),
which may hinder into speed of communications along the
channels. Therefore, FIG. 5(c) and FIG. 5(b) illustrate a
change in NoC level topology by using different routes for
fulfilling the same system traffic flows, wherein as described
below, each such route can be evaluated with respect to a cost
function to determine a more optimal route for the concerned
system traffic flow.

In more complex systems, there are often a number of
topologies possible as the components and corresponding
router and ports increase, along with the various cost, perfor-
mance and latency characteristics. The topology can be rede-
signed according to the needs of the system, which may
depend on reducing the interconnect bandwidth and latency
or keeping average global communication latency as an
object function. One type of optimized topology orientation is
illustrated in FIG. 5(d), which illustrates a topology with
reduced wire length and reduced latency and interconnect
bandwidth. In the example implementations, the ports and
routers corresponding to the memories have flexible orienta-
tions and can be placed as shown in FIG. 5(d). In such a case,
port P, . . can be shifted and/or re-positioned to a new loca-
tion in the memory component mema, wherein the port, as
shown in FIG. 5(d), has been shifted from the top left to the
bottom left orientation. With this change in orientation of
ports of a given host/component, messages between hosts
cpual and mema need to go over one router node; messages
between hosts cpua2 and mema need to travel over two router
nodes; messages between hosts cpua3 need to travel over two
router nodes, and messages between cpud and mema need to
travel over three hops as illustrated in FIG. 5(d). Therefore,
the configuration improves on the performance of the SoC
environment and architecture. The configuration for memb is
similarly affected for its interactions with its corresponding
components. In this example, with the change in port con-
figuration and position, latency can be reduced as the router
corresponding to the memory reduces the number of hops
between the memory and its components, which also results
in reduced interconnect bandwidth, thereby reducing cost. As
illustrated in FIG. 5(d), each router/node can include multiple
ports and therefore each port of a router can be operatively
coupled to and configured with a port of a host/component,
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giving rise to situations wherein each router and ports thereof
are operatively coupled with a plurality of hosts in the SoC
architecture.

Each of the above explained topologies can have identical
latency characteristics, however the wire lengths in the two
topologies shown in FIG. 5() and FIG. 5(¢) are different. In
complex systems, often a number of topologies are possible
with various cost, performance and latency characteristics.
The first step in determining an optimized NoC topology is
therefore to determine the right positions of various compo-
nents on a SoC and then subsequently determine the most
optimal position of ports within the hosts. Once the hosts and
ports are more optimally and efficiently configured in the
SoC, the possible different routes for one or more system
flows can be evaluated and selected to define the NoC inter-
connect.

Optimized topology can be determined by computing the
positions for various components on a SoC. Furthermore,
more optimal positioning of components on SoC can be deter-
mined by various techniques, which may involve machine
learning or simulated annealing. Machine learning approach
can begin with a parameterized synthesizable Routing Table
Lookup (RTL) specification for a given router micro-archi-
tecture, i.e., a configurable router micro-architecture specifi-
cation, which can be used to generate the actual router imple-
mentations under different configuration parameters. By
using a small subset of selected configurations, each configu-
ration can be run in sets through a target ASIC implementa-
tion flow, including timing-driven RTL synthesis and timing-
driven placement and routing, to obtain a detailed physical
layout for each router instance.

Simulated annealing approach, on the other hand, can be
explained as a random search technique, which may provide
improved results in coping with complex combinatorial prob-
lems. Simulated annealing can be applied for solving combi-
natorially large optimization problems. With simulated
annealing, the minimization of a global objective function
can be approached directly.

To determine the placement of various components, the
shape and size of the components may need to be considered
to ensure that components do not overlap with each other. In
some component designs, ports may be fixed at specific ori-
entations, while in others, the ports may have some flexibility
to be at any orientation. For such systems, the cost function
can be adjusted to reflect the orientation of fixed ports. For
ports with orientation flexibility, an appropriate port position
can be computed and the final port position can be configured
to connect the port to the nearest NoC router. In the previous
example systems of FIGS. 5(a)-5(d), if mema and memb have
flexibility of any port orientation, a more optimized port
orientation can then be designed, as shown in FIG. 5(d).

In an example implementation of an automatic NoC topol-
ogy design, the orientation of ports of hosts and the host
placement can be computed together, which is described
below. Although both the “positioning hosts™ and “position-
ing ports within hosts” are explained as occurring in a single
run or simultaneously, both can be carried out differently or
one can be omitted if executed independently. For instance,
instead of changing the positions of hosts within the SoC
architecture, their positions can be maintained and the imple-
mentation thereby executes only for realigning and/or orient-
ing the ports within the hosts to make a more optimal SoC
topology. The algorithm can be changed to allow swapping of
hosts with each other as well as relocation of ports within
hosts. If there are multiple ports within a host, they may also
be swapped with each other.
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FIG. 6 illustrates a flowchart 600 showing a method of
generating a SoC topology by computing more optimized
positions of hosts and/or ports resulting into reduced latency
and reduced interconnect bandwidth. In an example imple-
mentation, as depicted in FIG. 6, at 601, hosts and ports are
assigned to their initial/default locations and orientations in
the NoC. Once positioned in default locations, ports of the
host/components can be operatively connected with their cor-
responding/nearest routers. Iteration counter I, which can
indicate the number of times the optimization of SoC com-
ponents and respective ports would take place, can be set to 0
and a threshold value (e.g., Threshold_I) can be defined to
indicate the number of times an already optimized set of
components and ports would be optimized. For instance, once
all identified and eligible hosts and ports are positioned by the
example implementations, another round of optimization can
be carried out to ensure that the best possible optimization of
SoC topology is generated.

At 602, a weight is assigned to each host and port thereof
based multiple parameters. In an example implementation,
the weight can be computed based on attributes such as cost
functions, latency, interconnect bandwidth, traffic attributes,
among other like parameters. According to one example
implementation, instead of assigning weights to each port
and/or host, the weights can be computed for and assigned to
a subset of ports/hosts. In an example, a host and/or a port that
has the highest latency can be assigned the lowest weight and
the host/port with the lowest latency and highest bandwidth
can be assigned the highest weight. The weight assignment
can also be opposite wherein a host/port with the higher
latency is allocated a higher weight. In an example, the weight
for each host/port xi can be computed as:

weight(xi)=bandwidth(xi)/Zbandwidth(x7) 3)

At 603, based on the weights assigned to one or more hosts
and ports, a host or a port within a host (e.g., x1) can be
selected for relocation consideration. Assuming that x1 is the
port with lowest weight assigned compared to other ports in a
system (e.g., due to having the highest latency), relocation of
the port within the host may be conducted to improve the
efficiency of the SoC and also enhance the latency and band-
width-based performance. In an example implementation, a
weight threshold can also be defined by the system, wherein
the implementation is carried out only for those hosts/ports
that have their weights lesser than the defined weight thresh-
old. According to another example implementation, hosts
and/or ports can also be identified for potential relocation
until a given number count (e.g., J) is reached, wherein J=0in
the first iteration. For instance, if there are five hosts in a
system and each host has two ports, there are a total of 15
components/ports whose relocations is possible (five compo-
nents and ten ports), and therefore J can indicate the number
of times the relocation of these components/ports needs to be
executed based on the weight of the component/host or the
port. Besides the example implementations described above,
other implementations can also be carried out to select the
ports and/or hosts that need to be relocated and the number of
times the process needs to be carried out.

At 604, an identification is conducted as to whether a port
has been selected for relocation or a host has been detected.
When a host has been selected for re-orientation (N), reloca-
tion of the host to a more suitable position in the grid/SoC
architecture can be conducted. This is described in U.S.
patent application Ser. No. 13/779,618, which is incorporated
herein by reference in its entirety for all purposes.

On the other hand, if a port has been selected for relocation
or repositioning, at step 605, a host, selected from a group of
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hosts operatively coupled with the port, is identified based on
a probability acceptance function fl. For instance, if port x1
of'ahosthl is operatively coupled with hosts h3, h7, h9, h18,
and h32; one of the hosts 3, 7, 9, 18, and 32 is selected based
on the function fl. Function f1 can be defined based on
multiple traffic level parameters including, but not limited to,
frequency of interaction with the concerned host, latency,
bandwidth considerations, and other preference attributes
depending on the desired implementation. Such parameters
can also be combined in weighted or any other desired and
known manner to obtain the function f1, on the basis of which
one host that is most preferable to the port x1 in context can be
identified. For instance, if the “frequency of interaction” is
determined to be the most important factor for identifying a
host, host h7, for instance, can be selected for the concerned
port x1. Once a host for the concerned port x1 in context has
been identified, a potential new location/position for the port
x1 can be determined based on the position and other
attributes of the identified host.

In an example implementation, using a probabilistic func-
tion 1 may introduce some randomness in determining new
orientation of the port x1, which may avoid local minima. For
instance, the probabilistic function fl can be configured to
indicate that host h7 should be selected n % of the time, h3
should be selected m % of the time, and so on.

According to one example implementation, function fl1
may be devised such that the function gives preference to
those hosts with which port x1 communicates more fre-
quently. For instance, if port x1 talks with “n” hosts named
hl 1 to hl_n, and the communication bandwidth require-
ments between these hosts are B(x1, h1l_i), i=1 to n, then the
probability with which a host from among hl_ 1 to hl_n is
selected can be given by:

P(hl_iy=B(x11_i)/SB(x1h1_i) @)

There may be latency requirements as well, wherein cer-
tain hosts may need to communicate with x1 with lower
latency than the others. If there is such latency constraint
given by L((x1, h1_i), i=1 to n, then the probability function
fl may be adjusted to accommodate both bandwidth and
latency as shown below.

P(hl_iy=(B(x1,h1_iVEB(:L b1 _iNx(EL(x1h1 D)L

(x1,21_i)) %)

According to one example implementation, a weighted
probabilistic function f1 can also be incorporated in which
bandwidth and latency will be given different weight values
reflecting their importance in a given system. Accordingly,
any other traffic or non-traffic based parameters can also be
selected for defining the function f1 and selecting a host for
the port x1 in context.

At 606, a cost function can be computed for the portx1. The
cost function can be computed for each port for any given
position based on one or more traffic parameters such as
latency, bandwidth, among other parameters. In the present
context, the cost function can initially be computed for the
initial position of the port (say left bottom of the component)
and then for the proposed new position of the port (say top
right of the component).

At 607, acheck is performed for whether the position of the
port x1 is to be changed from the initial position to the newly
proposed position. This step can be checked based on the old
cost function (when the port x1 is in the initial position), the
new cost function (when the port x1 is in the newly proposed
position), and a probability function {2, wherein in an
example implementation, the function 2 can be configured to
compare the old cost function with the new cost function.
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If the new cost function is lesser than the old cost function,
then the port is relocated. The relocation of the port x1 to the
new location is thereby less expensive in terms of latency and
other performance level traffic attributes. Even if the new cost
function is more expensive than the old cost function, the
probability function {2 can allow relocation of the portx2 'y %
of the time. Therefore based on the new cost, the previous
cost, and the probabilistic acceptance function 12, relocation
and/or re-orientation of the port x1 can either be accepted or
rejected based on a relocation decision (e.g., accept x % of the
time, where x is the probability indicated by the probabilistic
function, etc.). According to another example implementa-
tion, function f2 may be devised in a number of ways. For
instance, if the relocation of port reduces the cost function, the
relocation may always be accepted. On the other hand, if the
relocation increases the cost, the relocation may be accepted
with a certain probability function. The probability function
may be devised based on the type of optimization. For
instance, in a simulated annealing based approach, the accep-
tance probability may depend on a time-varying parameter
called “temperature”, which controls whether a relocation
that increases the cost function is accepted or rejected. The
algorithm begins iterating the inner loop at higher tempera-
ture and progressively reduces the temperature at each pass of
the inner loop. At higher temperature levels, a relocation that
increases the cost function is accepted with higher probability
than at lower temperature levels, thus allowing higher
chances of moving away from local minima at higher tem-
peratures. As the system cools down, (i.e. temperature drops),
movements that increase the cost function are accepted with
lower probability. At the start of each outer iteration loop, the
temperature may be restored at a higher level, thus creating
multiple passes of the cooling process in the inner loop. The
function {2 may be defined as:

P(relocation)=1/(1+exp((cost(old)—cost(new))/cost
(initial)xtemp))

Q)
where

P(relocation) indicates the probability of whether the relo-
cation is accepted or not

cost(old) is the cost function before relocation,

cost(new) is the cost function after relocation;

cost(initial) is the initial system cost function; and

temp is the current temperature level.

Initial temperature level may be chosen at 1 or some other
value, and reduced in a geometric progression after every
fixed number of passes of the inner loop. Temperature may be
reduced in some other manner as well. The inner loop may
continue until the temperature reaches some pre-determined
lowest allowed value T(min). This algorithm is based on
machine learning and simulated annealing and generally
determines optimal locations for ports and hosts in the sys-
tem.

At 608, a check is conducted for whether the value of J
counter has reached its threshold. At 609, if the value of J has
reached the threshold (Y), the value of I counter is incre-
mented along with modification of the functions f1 and 2.
Based on the new functions f1 and {2, cost functions of the
ports and hosts are also modified, resulting in modification of
the weights allocated to the hosts and ports of the hosts. At
610, a check is conducted for whether the counter I has
reached its upper threshold Threshold_I, wherein if the
threshold Threshold_Ihas not beenreached (N), the flow goes
back to 602, wherein new weights are assigned to one or more
hosts and ports thereof based on traffic parameters including
but not limited to latency, bandwidth, among other like
parameters. If, on the other hand, the threshold of counter I
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has been reached (Y), the flow stops. If the value of counter J
has not reached its threshold (N), say Threshold_J, the flow
moves back to 603, wherein a new host or a port is selected for
evaluation of a possible relocation to another position. The
new port, (e.g., x2) can be identified for relocation based on
its weight (for instance, the weight of x2 can be higher than x1
but lower than all other hosts and/or ports).

In one example implementation, inner and outer loop itera-
tion counters J and I respectively can also be factored into the
weights of the ports/hosts to better control the host selection
at 603 for the flow of FIG. 6.

FIGS. 7(a), 7(b), 7(c), and 7(d) illustrate relocation and
repositioning of a port of a given host in accordance with an
example implementation. FIG. 7(a) illustrates multiple com-
ponents/hosts C1-C16, which are operatively coupled with
one or more other components/hosts. For instance, host C1,
through its respective port, is coupled with ports of hosts C2
and C5. Similarly, C6 is coupled with the ports of C5, C10,
C2, C3, C11, and C7. In an example implementation, each
port can be assigned a weight as illustrated in FIG. 7(a). In the
present example, the ports are relocated within their respec-
tive hosts and the positions of the hosts are static. Therefore
weights are only assigned to the ports.

The port of host C6 has the smallest weight of 0.15 among
all of the other ports, which may signify that the port of
host/component C6 has the highest latency and therefore can
be picked up for a potential relocation (in accordance with the
flow at 603 for FIG. 6). Selection of the port of component C6
to be relocated is illustrated in FIG. 7(5).

FIG. 7(b) illustrates all the hosts that the port of C6 is
operatively coupled with, which include C2,C3,C5,C7,C10,
and C11. Based on the probability function f1 as defined in
the flow of FIG. 6, one host can now be selected, which the
present example assumes to be C3. Once the host C3 has been
selected (in accordance with the flow at 605 of FIG. 6), a cost
function for the port of C6 is computed assuming that relo-
cation of port of C6 is proposed.

FIG. 7(c) illustrates the old cost function of the port of C6
before the relocation, which is computed as 0.15, and further
computes the new cost function assuming relocation of the
port of C6 to top right of the host C6. As illustrated in FIG.
7(c), the new cost function is 0.10, and therefore, in accor-
dance with probability function 2, as the value from new cost
function is less than the value from the old cost function, the
port can be relocated as illustrated in FIG. 7(d), with renewed
connections of the relocated port of C6 with all other opera-
tively coupled hosts. This process can be continued until the
time the most optimized set of positions for components and
ports have been achieved.

According to one example implementation, once the host
positions and orientations are determined in the SoC, the
automatic NoC topology generation process can then include
allocation of routers and NoC channels to form the NoC
topology. The routers can be instantiated to connect the ports
of'the hosts forming the first set of arbitration points, wherein
the ports are connected to the nearest routers. After the router-
port assignment, there may be one router per host port. In a
grid based design methodology, the routers may be instanti-
ated in a grid cell in which the ports reside. Subsequently,
additional routers and NoC channels can be allocated to pro-
vide connectivity such that a more optimized NoC topology
automatically forms. When system traffic flows (message
flow from one host/component to another host/component
forms one system traffic flow) are mapped to the NoC grid at
certain routes, whenever multiple flows intersect each other,
anarbitration logic may be needed, and a router may therefore
be instantiated if it does not already exist at the grid cell where
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the intersection occurs. Also new NoC channels can be allo-
cated along the route if they do not already exist. Therefore,
the key in determining the optimal NoC topology is to select
an optimal route for all traffic flows in the system so that there
are minimum number of intersection points and/or minimum
number of channels while satisfying all traffic requirements.

According to another example implementation, a probabil-
ity function can be calculated either considering one function
based on latency, interconnect bandwidth, traffic flow or a
summation of all functions, for a newly optimized position of
the port or the host depending on the desired implementation.

FIG. 8 illustrates a flow diagram 800 to identify possible
and optimal eligible routes for one or more system traffic
flows. An SoC architecture can include multiple components
operatively coupled to each other through one or more rout-
ers/nodes. At 801, all system traffic flows for which optimal
routes are to be identified can be retrieved. At 802, one or
more system traffic flows can be assigned a weight function,
wherein the weight can be assigned to each traffic flow based
on traffic parameters such as latency, bandwidth, among other
like parameters. For example, normalized latency can be
computed for one or more system traffic flows so that flows
with higher normalized latency may be processed before the
flows with lower normalized latency as their flow optimiza-
tion has higher priority. In this example, the flow that expe-
riences maximum latency has the lowest weight and therefore
needs to be processed first. At 803, the one or more system
traffic flows are ordered based on the assigned weights. In an
example implementation, the ordering can be done such that
the flow with the lowest weight (highest latency) is on the top
of the list.

At 804, the system traffic flow on the top of the list can be
picked up and removed from the list. However, any other
reorganization of the flows can also be done (e.g., the flow
having highest latency can also be put at the bottom of the
list). In another example implementation, the weight is not
based on the latency at all and some other parameter can
considered while assigning the list. The example implemen-
tations identify the system traffic flow that is to be optimized
with the optimal route first.

At 805, all possible routes for the selected system traffic
flow can be identified and examined. For instance, there
might be numerous routes for a system flow that is initiated
from a CPU to a cache memory, wherein each route can
involve multiple routers and interconnections therein. From
among all the possible routes, based on one or more param-
eters such as number of hops involved, component interaction
attributes, and other traffic/component/node level attributes, a
plurality of routes can initially be selected as being eligible. In
an example implementation, a route is eligible if after map-
ping the flow along the route and instantiating all the needed
routers, none of the previously mapped flow latency con-
straints or the latency constraint of the current flow are vio-
lated. In another example implementation, all the routes iden-
tified for a given system traffic flow can be identified.

At 806, a route is selected based on its cost function from
the eligible set of routes. Each route can therefore be associ-
ated with a cost function that is defined by one or more
parameters, such as routers involved, channels involved,
latency considerations, bandwidth attributes, and other
parameters. For instance, the cost function can be based on
the number of hops involved in the respective route and the
route with the lower number of hops has the lowest value of
the cost function. Furthermore, multiple parameters can also
be combined in a defined ratio to form a weighted set of
parameters that constitute the cost function. In an example
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implementation, the route with the lowest cost function can
be selected as the optimal route for the system traffic flow in
context.

At 807, the selected route is mapped with the system traffic
flow and properties of the route as well as of the system traffic
flow including of the components involved in the flow are
updated. When a flow is mapped, routers may need to be
instantiated at the source and destination nodes and at all
nodes where the flow merges with some previously mapped
flows coming in or going out (or both) in different direction
than the present flow, if there is no existing router to facilitate
the present flow.

At 808, after the mapping of the selected optimal route for
the identified system traffic flow, a check is conducted to
determine if all the system traffic flows have been mapped. If
all the flows have been mapped (Y), the flow ends, otherwise
(N) the flow moves back to 804 and continues to identify
optimal routes for other system traffic flows.

Another example implementation may augment the previ-
ous procedure by combining bandwidth analysis and optimi-
zation of NoC channels as well as the virtual channel alloca-
tion for the flows as they are being mapped. Such a design
may involve: 1) Automatically classifying a plurality of sys-
tem traffic flows into various classes depending on the latency
requirements of the flows and the positions of the source and
destinations components of the flows, 2) Identifying eligible
routes for a given traffic flow identified from the plurality of
system traffic flows; 3) Determining if the route has available
virtual channels for deadlock avoidance and isolation and
available bandwidth for this flow and then only considering
those routes that have bandwidth and virtual channels avail-
able; 4) From among all the routes, performing load balanc-
ing in terms of bandwidth, virtual channel in addition to the
number of hops, and latency in deciding the route for the
concerned traffic system flow; and 5) Mapping the flow to the
route and updating all data-structures to track the bandwidth
of various channels and virtual channel dependencies and
usage.

Theresulting procedure is similar to the flow shown in FI1G.
8 except that the eligibility criteria of the routes will be
different. A number of other implementations may be used
such as considering the routes randomly, or considering map-
ping the system traffic flow at all eligible routes and then
selecting the best route among them. A few examples of
related bandwidth aware and virtual channel aware mapping
of flows to multiple NoC layers and selecting the most opti-
mal route are described in U.S. patent application Ser. No.
13/752,226 and the same is hereby incorporated by reference
in its entirety for all purposes.

In another example implementation, topology generation
algorithms may also aim at reducing the global latency in
terms of the number of hops of all system traffic flows in
absence of any latency constraints. Additionally, the cost of
the NoC in terms of router nodes and channels may also be
used as a cost metric based on which various routes for
various flows will be selected and routers and channels will be
allocated. The cost function of FIG. 8 can be devised accord-
ingly based on desired optimization goals of either reducing
the latency, or reducing the NoC cost or a combination of
both.

In another example implementation, the flows can all be
mapped first and relocated to alternative routes while remov-
ing the routers and channels from the earlier route if possible
(e.g., no other flows are present there) and then adding them
to the new route if required. Subsequently, cost of the new
system is computed and based on acceptance criteria/cost
function, the relocation is either accepted or rejected. The
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acceptance criteria might be made probabilistic to get some
randomness in the relocations. A probabilistic acceptance
function may accept those relocations that reduce the cost
with higher probability than those that increases it. An
example acceptance function in a simulated annealing
approach can be:

P(relocation)=1/(1+exp((cost(old)—cost(new))/cost
(initial)xtemp))

M

wherein P(relocation) indicates the probability of whether
the relocation is accepted or not,

cost(old) is the cost function before relocation,

cost(new) is the cost function after relocation,

cost(initial) is the initial system cost function, and

temp is the current temperature level.

The initial temperature level may be set at 1 or some other
value, and then reduced in a geometric progression after every
fixed number of relocations. Temperature may be reduced in
some other manner as well. Relocations may be carried out
until the temperature reaches some pre-determined lowest
allowed value T(min). Alternative acceptance functions may
be used and the total number of relocations may be deter-
mined in various different ways.

Alternative implementations of the above algorithm may
also put constraints, such as using only routers of certain
radixes in the generation of the interconnect. In this case,
route for various flows are chosen and arbitration points or
routers are allocated such that the radix constraints are satis-
fied. For example if a constraint is used such that only routers
of radix 3 (i.e. 3 ports) can be used, then the resulting NoC
topology with the above implementations may be a full or a
partial ring, as each router can connect to at most one hostand
two additional routers to the left and right. One may decide to
use routers of higher radixes in which case the resulting NoC
topology may be non-mesh or Torus topology. For example, if
one is allowed to use NoC routers whose radix is equal to the
total number of host ports in the SoC, then a single router may
be sufficient and the resulting interconnect may look like a
crossbar.

Alternative example implementation of automatic NoC
topology generation may determine multiple NoC layers each
with different topologies and map different traffic flows on
different NoC layers. Such techniques are described, for
example in U.S. patent application Ser. No. 13/856,835,
hereby incorporated by reference in its entirety.

To summarize the proposed example implementation of
automatic NoC topology generation, first the position of vari-
ous SoC components and ports within the components is
automatically determined so that certain performance con-
straints are met and overall performance metric can be maxi-
mized. Furthermore, the example implementation automati-
cally determines the NoC topology by mapping the traffic
flows and allocation needed between NoC router nodes and
channels between them. Since the generation and mapping
are based on probabilistic methods, the entire process may be
repeated multiple times to iteratively find the best solution.
While this is an example implementation of automatically
computing the NoC topology, a number of alternative
example implementations are possible. The concept of auto-
matically determining an efficient NoC topology to design an
interconnect solution and meet performance constraints is
included in the focus of the example implementations.

FIGS. 9 (a), 9(b), 9(c), and 9(d) illustrate identification of
a more optimal route for a given system traffic flow, which in
turn is selected from a plurality of traffic flows having differ-
ent weights. As illustrated in FIG. 9(a), the example SoC
environment includes 16 components that may be operatively
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coupled to one or more of each other. Components can
include memory, cache memory, CPU, processor cores,
DSPs, hardware accelerators, memory and I/O, while Chip
Multi-Processors (CMPs) may involve a larger number of
homogeneous processor cores, memory and 1/O subsystems.

FIG. 9(a) illustrates multiple system traffic flows that are
present and desired to be mapped to more optimal routes,
wherein each flow represents a transaction between two com-
ponents. For instance, one flow represents message interac-
tion between C2 and C5, between C2 and C7 and between C7
and C14, among other similar system flows. Each system
flow, as mentioned above, can be associated with a weight
(see the flow of 802 of FIG. 8) based on traffic parameters,
priority of the flow, components involved, and other
attributes. Therefore, the system traffic flow between C6 and
C9 has a weight of 0.63, whereas the flow between C4 and C8
has a weight of 0.45, and so on.

Once all system traffic flows to be mapped have been
identified and assigned weights, one system traffic flow to be
mapped first can be identified based on the weight. For
instance, for the purposes of the present example implemen-
tation, the flow having the least weight can be picked up first
for a more optimal route identification. As illustrated in FIG.
9(b), the flow between C7 and C14 has the minimum weight
01'0.10 and therefore can be picked up for mapping. Once the
desired flow has been selected, all possible and eligible routes
for the flow can be computed, as illustrated in FIG. 9(c),
wherein, the first possible route can be C7->C6->C10->C14,
the second possible route can be C7->C11->C10->C14, and
the third eligible route can be C7->C11->C15->C14. Each
eligible route can be associated with a cost function, which
can help assess and evaluate the optimality of the route based
on traffic parameters and other NoC level attributes, as have
been described above. As illustrated in FIG. 9(c), the second
identified route C7->C11->C10->C14 has the lowest cost
function of 9 and therefore, can be chosen as the optimal route
for the system traffic flow between hosts C7 and C14. Once
the route has been selected, routers and channels can be
accordingly allocated and assigned along the route. The final
route selection is illustrated in F1G. 9(d), which creates a part
of'the NoC topology. Once all routes are determined, the full
NoC topology will be realized.

FIG. 10 illustrates an exemplary computer system 1000 on
which example implementations may be implemented. The
computer system 1000 includes a server 1005 which may
involve an 1/O unit 1035, storage 1060, and a processor 1010
operable to execute one or more units as known to one of skill
in the art. The term “computer-readable medium” as used
herein refers to any medium that participates in providing
instructions to processor 1010 for execution, which may
come in the form of computer-readable storage mediums,
such as, but not limited to optical disks, magnetic disks,
read-only memories, random access memories, solid state
devices and drives, or any other types of tangible media
suitable for storing electronic information, or computer-read-
able signal mediums, which can include carrier waves. The
1/O unit processes input from user interfaces 1040 and opera-
tor interfaces 1045 which may utilize input devices such as a
keyboard, mouse, touch device, or verbal command.

The server 1005 may also be connected to an external
storage 1050, which can contain removable storage such as a
portable hard drive, optical media (CD or DVD), disk media
or any other medium from which a computer can read execut-
able code. The server may also be connected an output device
1055, such as a display to output data and other information to
a user, as well as request additional information from a user.
The connections from the server 1005 to the user interface
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1040, the operator interface 1045, the external storage 1050,
and the output device 1055 may via wireless protocols, such
as the 802.11 standards, Bluetooth® or cellular protocols, or
via physical transmission media, such as cables or fiber
optics. The output device 1055 may therefore further act as an
input device for interacting with a user.

The processor 1010 may execute one or more modules
including a SoC topology module 1011 and a NoC topology
module 1012, wherein the SoC topology module 1011 can be
configured to provide high scalability and performance com-
munication between the components in the system and to
maximize overall performance metric by positioning, config-
uring, and orienting components and/or ports thereof in order
to minimize latency and enhance overall system bandwidth.
Based on traffic-based weights allocated to each port and/or
host/component, SoC topology module 1011 identifies ports
and/or hosts to be repositioned and accordingly changes their
positions based on comparison of cost functions of previous
positions and new positions. NoC topology module 1012, on
the other hand, identifies systems flows for which optimal
routes are to be identified and accordingly maps identified
efficient routes to system traffic flows by allocating routers/
nodes and channels of the NoC interconnect architecture.

According to one example implementation, SoC topology
module 1011 may execute one or more sub-modules and
include a weight assignment module 1011-1 configured to
assign weights to one or more hosts and/or ports within the
hosts within a SoC environment based on various traffic
parameters. Host/port selection module 1011-2 of the SoC
topology module 1011 can be configured to select a hostor a
port based on its weight, which may be the lowest or the
highest weight depending on the weight assignment module
1011-1. Potential location identification module 1011-3 can
be configured to, for the host/port selected by the host/port
selection module 1011-2, determine a host based on a prob-
ability function f1, wherein the function f1 evaluates the host
based on traffic parameters such as latency, bandwidth, fre-
quency of usage, among other like attributes. Once the host
has been determined, the port can be perceived to have been
relocated to a position that aligns best with the host in context.
Although most of the above mentioned embodiments have
been explained with respect to the port being selected by
module 1011-2, a component/host can also be selected and
then relocated/re-positioned/re-oriented. Assuming that a
port x1 is identified by module 1011-2, the potential location
identification module 1011-3 is configured to identify a host,
say h2, based on the function f1 and further identify the best
position of the port with respect to the identified host. Cost
computation module 1011-4 can be configured to compute a
new cost function of the port assuming it has relocated to the
new position that is best suited for the detected host h2.
Relocation module 1011-5 can be configured to take into
consideration initial cost function of the port (initial position),
the new cost function (proposed new position), and a prob-
ability function 12 to conclude whether the port should be
relocated to the new proposed position.

NoC topology module 1012 can further include one or
more sub-modules. Traffic flow weight assignment module
1012-1 can be configured to retrieve all system traffic flows
and assign weights to one or more system traffic flows. Such
weights can be assigned based on traffic parameters such as
latency, components involved, bandwidth desired, current
bandwidth, among other like parameters. Traffic flow selec-
tion module 1012-2 can be configured to order the one or
more system traffic flows based on the assigned weights and
accordingly select a system traffic flow based on the assigned
weight. In an instance, a flow with the lowest weight (having
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highest latency) can be picked up first. Route determination
module 1012-3 can be configured to identify all possible
routes for the selected system traffic flow. In an implementa-
tion, the identified possible routes can be analyzed to retrieve
alist of eligible routes and only the eligible routes can then be
processed further. Cost function computation module 1012-4
can be configured to compute the cost function for each
identified/eligible route in reference to the concerned system
traffic flow. Optimal route identification module 1012-5 can
be configured to identify the most eligible route for the
selected traffic flow based on the cost function computed by
the computation module 1012-4.

Furthermore, some portions of the detailed description are
presented in terms of algorithms and symbolic representa-
tions of operations within a computer. These algorithmic
descriptions and symbolic representations are the means used
by those skilled in the data processing arts to most effectively
convey the essence of their innovations to others skilled in the
art. An algorithm is a series of defined steps leading to a
desired end state or result. In the example implementations,
the steps carried out require physical manipulations of tan-
gible quantities for achieving a tangible result.

Moreover, other implementations of the present applica-
tion will be apparent to those skilled in the art from consid-
eration of the specification and practice of the example imple-
mentations disclosed herein. Various aspects and/or
components of the described example implementations may
be used singly or in any combination. It is intended that the
specification and examples be considered as examples, with a
true scope and spirit of the application being indicated by the
following claims.

What is claimed is:

1. A method for configuring a Network on Chip (NoC)
comprising a plurality of hosts and a plurality of ports, the
method comprising:

selecting a port from the plurality of ports based on an

assigned weight to the port;

identifying a host from the plurality of hosts for the

selected port;

relocating the selected port to the identified host, based on

at least one of a cost function and a probability accep-
tance function; and

mapping a system traffic flow selected from a plurality of

system traffic flows based on an assigned weight to the
system traffic flow, with a route identified from a plural-
ity of routes in the NoC based on another cost function.

2. The method of claim 1, wherein the assigned weight to
the port is based on one or more traffic attributes.

3. The method of claim 1, wherein the selecting of the port,
the identifying of the host and the relocating of the selected
port are repeated iteratively until a threshold is reached,
wherein weights assigned to the plurality of ports are updated
based on one or more updated probability functions.

4. The method of claim 1, wherein the identifying the host
from the plurality of hosts for the selected port is based on
another probability acceptance function.

5. The method of claim 1, wherein the cost function and the
another cost function are based on at least one of latency,
bandwidth, and number of hops.

6. The method of claim 1, wherein the selecting the system
traffic flow, the identifying the route, and the mapping the
selected system traffic flow are repeated iteratively until all
system traffic flows of the NoC are processed.

7. A non-transitory computer readable storage medium
storing instructions for configuring a Network on Chip (NoC)
comprising a plurality of hosts and a plurality of ports, the
instructions comprising:



US 9,054,977 B2

21

selecting a port from the plurality of ports based on an

assigned weight to the port;

identifying a host from the plurality of hosts for the

selected port;

relocating the selected port to the identified host, based on

at least one of a cost function and a probability accep-
tance function; and

mapping a system traffic flow selected from a plurality of

system traffic flows based on an assigned weight to the
system traffic flow, with a route identified from a plural-
ity of routes in the NoC based on another cost function.

8. The non-transitory computer readable storage medium
of'claim 7, wherein the assigned weight to the port is based on
one or more traffic attributes.

9. The non-transitory computer readable storage medium
of'claim 7, wherein the selecting of the port, the identifying of
the host and the relocating of the selected port are repeated
iteratively until a threshold is reached, wherein weights
assigned to the plurality of ports are updated based on one or
more updated probability functions.

10. The non-transitory computer readable storage medium
of claim 7, wherein the identifying the host from the plurality
of hosts for the selected port is based on another probability
acceptance function.

11. The non-transitory computer readable storage medium
of claim 7, wherein the cost function and the another cost
function are based on at least one of latency, bandwidth, and
number of hops.

12. The non-transitory computer readable storage medium
of claim 7, wherein the selecting the system traffic flow, the
identifying the route, and the mapping the selected system
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traffic flow are repeated iteratively until all system traffic
flows of the NoC are processed.

13. A system for configuring a Network on Chip (NoC)
comprising a plurality of hosts and a plurality of ports, the
system comprising:

a System on Chip (SoC) topology module configured to
select a port from the plurality of ports based on an
assigned weight to the port, identify a host from the
plurality of hosts for the selected port; relocate the
selected port to the identified host, based on at least one
of a cost function and a probability acceptance function;
and map a system traffic flow selected from a plurality of
system traffic flows based on an assigned weight to the
system traffic flow, with a route identified from a plural-
ity of routes in the NoC based on another cost function.

14. The system of claim 13, wherein the assigned weight to
the port is based on one or more traffic attributes.

15. The system of claim 13, wherein the SoC topology
module is configured to iteratively repeat the selecting of the
port, the identifying of the host and the relocating of the
selected port until a threshold is reached, wherein the SoC
topology module is configured to update weights assigned to
the plurality of ports based on one or more updated probabil-
ity functions.

16. The system of claim 13, wherein the SoC topology
module is configured to identify the host from the plurality of
hosts for the selected port based on another probability accep-
tance function.

17. The system of claim 13, wherein the cost function and
the another cost function are based on at least one of latency,
bandwidth, and number of hops.
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